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Wet - Assembling the machine for extraction use
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Wet / Extraction - Using the machine
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Wet / Extraction - Using your machine
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Cleaning the machine
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Dry - Assembling the  machine
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Dry - Using the machine



Dry - Using the machine
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Dry - Cleaning the machine
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About your machine
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Safety Critical Components 
Mains leads: 	 HO5-VV-F  10 x 2 x 1.00 mm2

Voltage 
Frequency
Rated Input Power
Weight (ready to work)
Company Name & Address
Model
Machine yr/wk Serial number
WEEE Logo
Protection Class 2 Symbol
CE Mark

WEEE Legislation 
(Waste, Electrical and Electronic Equipment)
Vacuum cleaner, accessories and packaging should be sorted for 
environmentally - friendly recycling. 
(Only for EU Countries)
Do not dispose of vacuum cleaner into household waste! According to the European Directive 2012/19/
EU on waste electrical and electronic equipment and its incorporation into national law.
Vacuum cleaners that are no longer suitable for use must be separately collected and sent for recovery in 
an environmentally - friendly manner.

Failure to rectify the problem or in the event of a breakdown contact your Numatic dealer or the Numatic Technical helpline 
+44 (0)1460 269268.

Rating Label
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MAX pressure
Splash proof rating
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Ear Protection Safety Footwear Head Protection Safety Gloves

Eye Protection Protective Clothing Dust / Allergens
Protection hi Vis Jacket Caution 

Floor Sign

PPE (personal protective equipment) That may be required for certain operations.

NOTE: A risk assessment should be conducted to determine which PPE should be worn.

Motor AirFlo Suction Cleaning Range Class

1060W 49 L/sec 2400mm 26.8m II

Capacity 
Dry

Capacity 
Wet

Solution
Tank Size (mm) Sound Pressure (LpA)

Uncertainty (KpA) Weight

370: 15 Litres
380:   15 Litres
470:   27 Litres

370: 9 Litres
380: 9 Litres
470: 20 Litres

370: 6 Litres
380: 6 Litres 
470: 15 Litres

370: 360x370x510
380: 360x370x510
470: 360x370x710

78.6 dB (Dry)
78.7 dB (Wet)

0.2 dB (A)

370: 11 Kg
380: 11 Kg
470: 12 Kg







470 Handle 
Locking Instructions

Declaration of conformity




